
GRUNDFOS DISINFECTION

Grundfos Pumps NZ Ltd
17 Beatrice Tinsley Crescent
North Harbour Industrial Estate
Albany Auckland
New Zealand
Phone (09) 415 3240
Fax (09) 415 3250
contact-nz@grundfos.com

www.grundfos.com

Grundfos Pumps Pty Ltd
515 South Road
Regency Park SA 5010
Australia
Phone (08) 8461 4611
Fax (08) 8340 0155
contact-au@grundfos.com

Being responsible is our foundation
Thinking ahead makes it possible

Innovation is the essence

Maximum
flowrate 
(m3/hr)

2
4
7
7
17
17

Maximum
pressure drop
when new (m)

6
1
5
4
Minimum
Minimum

S = Standard

O = Optional

     Pump

     Temperature rating

     UV reactor

     UV lamp

     Filter
     (see pressure drop 
     in table below)

     Controller

     Auxilliary devices

     Warranty

Filter description
5 µm cartridge in 10” PP housing
25 µm cartridge in 10” PP housing
5 µm cartridge in 20” PP housing
25 µm cartridge in 20” PP housing
5 µm cartridge in 30” SS housing
25 µm cartridge in 30” SS housing

Eco Line:    CH2-30 to 2-60	
                     CH4-40 to 4-60	
                     MQ3	
                     CHIE4-60

Low Line:   CH2-30 to 2-60	
                     CH4-40 to 4-60	
                     MQ3	
                     CHIE4-60	
                     CHIE8-20

High Line: CR/I/N 3-05 to 3-10	
                     CR/I/N 5-04 to 5-10	
                     CR/I/N 10-04 to 10-06	
                     CR/I/N 15-02	
	
400C maximum ambient temperature	
600C maximum water temperature	
520C maximum water temperature if 10” PP filter fitted
400C maximum water temperature if 20” PP filter fitted	
	
SS 316 material	
Outlet connection size (“F)	
Inlet connection size (“F)	
Maximum flow rate (m3/hr)	
Maximum pressure drop (m)	
	
One unit (lamp and quartz thimble to be installed on site)
Power (W)	
1 years continuous operation	
	
10” PP housing material (8.75 bar maximum pressure)
20” PP housing material (6.9 bar maximum pressure)
30” SS housing material (10 bar maximum pressure)
5 microm PP spiral wound cartridge 	
25 microm PP spiral wound cartridge 	
5 microm PP thermal bonded cartridge	
25 microm PP thermal bonded cartridge	
	
IP55 metal enclosure 1-phase 240 V 50 Hz with 
   electronic ballast, audible alarm and cable and plug
IP21 iron core ballast with cable and plug	
Visual alarm	
Hour run meter	
2 minutes pump delay	
UV intensity monitor	
UV intelligence (integrated alarm, hour run meter, 
   mute and pump delay)	
	
PVC flow restrictor	
Thermal solenoid valve	
Non-return valve	
Service valves	
Free standing baseplate	
Wall mounted	
	
2 years - UV reactor	
1 year - Ballast and UV lamp
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UV Compact Ultraviolet Disinfection Range

Technical specifications






